SPECIALTY CONDITIONS - PRE-ENGINEERED ROOF
Installation on Metal Deck - Optional Considerations

MC-25B

CODE APPROVED REINFORCED
DRAPED UNDERLAYMENT
ATTACHED TO COUNTER BATTENS

TILES FASTENED TO BATTENS
WITH SELF-TAPPING SCREWS OR
WIRED IN PLACE. HEAD OF
FASTENER SHALL BE LARGER
THAN HOLE IN TILE.

BATTENS FASTENED TO METAL
DECK WITH SCREWS OR OTHER
CODE APPROVED FASTENERS

SUPPORT SHIM
(WHERE REQUIRED)

METAL DECKING

RAISED FASCIA

ANTI-PONDING BOARD

EAVE RISER STRIP OR BIRDSTOP

Notes:

1. Vertical battens to be wood or metal as approved or designed as per metal deck manufacturer.

2. OnType I (Non-Combustible) building all components must be fire-resistant as approved by local building officials.

3. Dimensions shown are minimums and are intended to be approximate to allow for reasonable tolerances due to field
conditions.

DRAWING SHOWN DEPICTS THE APPLICATION OF ALL TILE PROFILES. UNLESS

OTHERWISE NOTED IT WOULD APPLY TO EITHER CONCRETE OR CLAY TILES. USA Owned. USA Muade. ﬁ"
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