VENTED RIDGE (OPTION) MC-18B

CODE APPROVED ADHESIVE
OVER MECHANICAL ATTACHMENT

SECURELY FASTEN TO
FRAMING RIDGE/HIP NAILER
OF SUFFICIENT HEIGHT T No. 16 GAUGE GALVANIZED

MAINTAIN. AN EVEN PLANE STEEL, 24" 0.C.

OF TRIM TILES

TRIM TILE

2°x2" NALER
RIDGE BOARD RISER

CONTINUOUS 1” WIDE VENTILATION SLOT
(MAY REQUIRE ADDITIONAL SEISMIC
CONSIDERATION IN CERTAIN AREAS.

CHECK WITH LOCAL BUILDING OFFICIALS) BATTEN

(NOMINAL 1°x2" MIN.)

ROOF DECK
UNDERLAMENT
COUNTER BATTEN PARAPET OR MANSARD CONDITION
(NOMINAL 1"x2") WEATHER BLOCK
TRIM TILE COVERS CARRIED OVER TRIM
2x2 RIDGE BOARD ’ RIDGE TLE 20 1o . < NALLER

VENTILATION MATERIAL | STANDARD G..

FLASHING

FIELD TILE @
/ )/

METAL CAP CONDITION
METAL CAP COVERS

& }TIFIELD TILE MIN. 4"
N\

CROSS SECTION “X-X" WEATHER BLOCK
NOTE: CARRIED OVER
REFER TO VENT MANUFACTURERS INSTRUCTIONS FOR @ TOP OF WALL

RIDGE BOARD RISER 'ii
1” WIDE CONTINUQUS . 4 ‘
VENTILATION OPENING Qﬁ v
,u’;’“ ‘ A
WIil"”b%f'—“%A\ A

PRODUCT REQUIREMENTS AND LIMITATIONS.
OPTIONAL SECOND LAYH
\OF WEATHER BLOCK
|| —COVERING TOP 3" OF
7 - FIELD TILE AND FASTEN

TO TOP OF WALL

DRAWING SHOWN DEPICTS THE APPLICATION OF ALL TILE PROFILES. UNLESS _W
OTHERWISE NOTED IT WOULD APPLY TO EITHER CONCRETE OR CLAY TILES. USA Owned. USA Muade ﬁ‘
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