ESTABLISH VERTICAL ALIGNMENT

or 34 V42" for three tiles.
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STARTING GUIDELINE

Verticalalignment oninterlocking tilesis, for the most part, controlled
by the natural seat of the interlocking channels of the adjacent tiles.
It is important however to establish true vertical alignment prior to
application of field tiles to assure a symmetrical installation. Proper
roof layout greatly enhances the appearance and performance of the
installed roof and serves to simplify and speed the application of the
tiles. A few minutes devoted to layout at the beginning of the job can
result in significant savings of time and effort as the job progresses.

On a gable roof installation, the first vertical guideline is established
by installing the first three tile of the eave course and measuring
the distance from the leading edge of the third tile to the rake. This
increment is then marked at the ridge course and a chalk line is
snapped to delineate the vertical guide.

On small hip sections, careful attention to horizontal alignment and proper tile

placement is usually adequate to maintain vertical alignment.

On larger roof sections, it is helpful to establish solid vertical alignment to

ensure uniform appearance and ease of application.

Based on aroof tile that has an exposed width of 112" individually

VARIABLE

 umw Exposed Width

Variable designation denotes that the starting
line may be adjusted in order to control the
location of the ending line for purpose of
balancing the symmetry of the roof layout.

This allows the roofer to start with a half tile
and end with a pan tile which facilitates the
even application of the rake trim tiles.

ENDING GUIDELINE

The exposed width dimension of the tile is then determined and
measured from the vertical gable as frequently as needed to maintain
proper alignment. Most often this measurement is marked in three-
tile increments. Vertical lines shall be perpendicular to the eave.

Mark the point at the eave line as close to the center of the hip as
possible. Measure a point away from either side of the center point
(5-10") if possible, making sure that both marks are the same distance
from the center line. Using a tape measure or lines of the exact same
length, swing an arc away from each mark to intersect as high on
the hip as possible. Intersection point of the arc represents the high
point of the vertical line above the mark made near the center of the
eave line. A chalk line may be snapped to provide vertical reference.
Incremental measurements may then be taken in either direction from
this center line to provide guidance for vertical alignment.
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Drawing shown depicts the application of all tile profiles. Unless otherwise noted, it would apply to either concrete or clay tiles.
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