SPECIALTY INSTALLATIONS— PRE ENGINEERED ROOF
Wire Tie Systems On S-Tile

MC-27

FOR INFORMATIONAL PURPOSES ONLY—THESE HAVE NOT BEEN EVALUATED BY UNIFORM ES.

AT TOP & BOTTOM ANCHOR WRAP TWISTED WIRE IN-LINE ANCHORS TO BE SPACED AND FASTENED AS REQUIRED.
BACK ON ITSELF MIN. 3 TIME FULL TURNS. ANCHORS TO BE AS SHOWN.

1. SET CLIP

2. ANCHOR WIRE

CODE APPROVED FASTENING SYSTEM

DECKANCHORS INSTALLED PER ANCHOR MANUFACTURERS
ICC-ES EVALUATION REPORT

TILE WIRE TO BE WRAPPED AROUND ITSELF 3 FULL
REVOLUTIONS AT EACH JUNCTION-TYPICAL FOR ALL TILES

OPTIONAL: NOSE CLIPS ON STEEP SLOPES OR HIGH WIND ZONE REQUIREMENTS
SPECIFY DIMENSION PER MANUFACTURER SPECIFICATIONS FOR ALL WIRE

The pre-engineered roof systems are included for informational purposes
only and are not recognized under evaluation reports for roof tiles

Drawing shown depicts the application of all tile profiles. Unless otherwise noted, it would apply to either concrete or clay tiles.
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