ROOF LAYOUT—-QUICK REFERENCE

Course spacing table - for tiles 16 /2" to 17" in length

To achieve optimum beauty, the area between the eave and ridge should be divided into equal courses, when possible.

Minimum 3" headlap must be maintained for all tiles unless design precludes.

17" ONLY
161/2" - NOT TO EXCEED 13 1/2"

1212 125/8" 123/4" 127/8" 3 131/8" 1B1/4" 133/8" 13172 135/8" 133/4" 137/8" %"

rm 214" 2012 21-3/4" 272 2214 22172 22314 23 2314 2312 233/4" 24"

312" 317/8" 3214 3'25/8" 33" 333/8" 333/4" 341/8" 3412 3478 3514 3'55/8" 36"

42" 4212 43" 4312 44" 44172 45" 451/2 46" 461/2" &7 472" 48"

521/2" 531/8" 5'33/4" 5'43/8" 55" 5'55/8" 5'6/4" 5'67/8" 5712 5'81/8" 5'83/4" 5'93/8" 510"

6'3" 6'33/4" 6'41/2" 6'51/4" 66" 6'63/4" 6712 6'81/4" 69" 6'93/4" 6101/2" 6 11/4" 70

731/2" T43/8" 754" 761/8" T T778" 783/4" 795/8" 7101/2" 713/8" 8/4" 811/8" 82"

8'4" 85" 86" 87 88" 89" 810" g 90" g 92 93 94"

9'41/2" 9'55/8" 9'63/4" 9778 99 9'101/8" ERIRIZS 10°3/8" 101172 10'25/8" 10'33/4" 10°47/8" 106"

10'5" 106 1/4" 0712 108 3/4" 10'10" JURIRTES mve mi3ms mws" manr2 mws12 m63/4" e
$ ms1/2" me7/8" mwsus m95/8" mwm 12°3/8" 1213/4" 12°31/8" 12°41/2" 1257/8" 12704 12'85/8" 1210
(‘E) 12'6" 127072 129" 12101/2" 132 13'0" 1312 133 1341/2 136" 13712 13101/2" 1410"
g 13'61/2" 1371/8" 1393/4" 1313/8" 471 14'25/8" 14 41/4" 1457/8" 14712 14'91/8" 1410 3/4" 15'3/8" 152"
:: 147" 14'83/4" 14101/2" 15'1/4" 152" 15'33/4" 15'61/2" 15714 159 1510 3/4" 16'1/2" 16'2/14" 16'4"
% B71/2" 15'91/8" B4 16'11/8" 16'3" 16'47/8" 16'6 3/4" 16'85/8" 16'101/2" 17'3/8" 17204 17 41/8" 176"
§ 16'8" 16'10" 170" 72" 74" 176" 178" 710" 180" 182" 184" 18'6" 18'8"
mo' 782" 1710 5/8" 18'3/4" 18'27/8" 18'5" 18'71/8" 18'91/4" 18'13/8" 191172 19'35/8" 19'63/4" 19'77/8" 19'10"
g 18'9" 8 191172 19'33/4" 19'6" 19'81/4" 19'101/2" 20°3/4" 20'3" 200651/4" 20071/2" 209 3/4" VANIA
§ 19'91/2" 1917/8" 20021/4" 20'45/8" 207" 209 3/8" 200 3/4" 2218 242" 2167/8" 2191/4" 21nb/8" 227
20'10" VARIYA a3 2161/2" 28" 21101/2" 227 22'31/2" 22'6" 22812 221 23112" 234"
2r1101/2" 2211/8" 22'3314" 22'63/8" 229" 22'115/8" 2321/4" 2347/8" 23712 23'101/8" 24 314" 24'33/8" 246"
2'm 2313/4" 2341/2" 23714 2310" 24 314" 26'31/2" 26'61/4" 249" 26'113/4" 2521/2" 25'51/4" 25'8"
23'n/4" 24'23/8" 26'51/4" 24'81/8" 2611 25'17/8" 25'43/4" 25'75/8" 25'101/2" 26'13/8" 26'41/4" 26'77/8" 26'10"
25'0" 25'3" 25'6" 25'9" 26'0" 26'3" 26'6" 26'9" 270" 273 276" 279" 28'0"
26'1/2" 26'35/8" 26'63/4" 26'97/8" 2771 27 41/8" 2174 2710 3/8" 28'11/2" 28'45/8" 28'73/4" 28'107/8" 292"
271 2T 41/4" 21712 2710 3/4" 28'2" 28'51/4" 28'81/2" 28'113/4" 29'3" 29'61/4" 29'91/2" 30'3/4" 304"

28'11/2" 28'47/8" 28'81/4" 28'116/8" 29'3" 29'63/8" 29'93/4" 3011/8" 30'41/2" 30'778" 304 3125/8" 316"
29'2" 29'51/2" 29'9" 30172 304" 30'71/2" 30 322 316" 39 32T 32'41/2" 328"

Course Spacing “D” From MC-08

NOTES:

1. Using a full tile, determine desired overhang at eave and snap horizontal chalk line across roof at head end of tile or top batten. Use of rain gutter and eave
closures should be considered in determining overhang.

. Snap a horizontal chalk line at the top of the roof from center of the ridge. (Adjust for direct deck)

. Inspacing guide, find column containing nearest figure to the measurement between the eave and ridge course.
. Mark both ends of roof at course spacing shown in column.

. Snap chalk lines across roof at course markings.

. Nail top batten to chalk line.
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Drawing shown depicts the application of all tile profiles. Unless otherwise noted, it would apply to either concrete or clay tiles.
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