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SIDE WALL DETAIL—-CLAY “S” TILE

MC-13

WALL CLADDING

BUILDING WRAP

COUNTER FLASHING Z-BAR

PAN FLASHING

NAILER (OPTIONAL)*
SECURELY FASTEN TO DECK

UNDERLAYMENT

*NOTE: TILES TO BE INSTALLED IN SUCH A FASHION AS TO PREVENT WATER DIVERSION OR BLOCKAGE.
FOR RECOMMENDED UNDERLAYMENT AND FASTENING REQUIREMENTS, SEE TABLE 1A AND TABLE 1B.

"S-TILE”

WALL CLADDING

COUNTER FLASHING WALL CLADDING

PAN FLASHING—6" MIN COUNTER FLASHING

i A

(Extend under Counter Flashing) PAN FLASHING—6" MIN

FASTENER (Extend under Counter Flashing) OPTIONAL FASTENER
FASTENER LOCATION IN THE PAN

UNDERLAYMENT
= UNDERLAYMENT

ROOFDECK
|j ROOF DECK
NAILER

(OPTIONAL—SECURELY FASTEN TO DECK)

NOTES:
1. Underlayment should extend a minimum of 4" up vertical wood blocking or wall.
2. See MC-12B for additional flashing details.

Drawing shown depicts the application of all tile profiles. Unless otherwise noted, it would apply to either concrete or clay tiles.
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